
 

 

 

 

SPECIFICATIONS  DOM INO® OPERABLES PARTITIONS  

 
DOMINO® Oddicini operable partition, with sound insulation up to Rw = 32 dB , composed of independent 

modular elements that slide on an extruded aluminium guide fixed to the ceiling, without floor guide. Sliding 

is guaranteed by very low friction trolleys. The individual elements consist of a finishing panel, blind or glazed 

inserted inside vertical and horizontal aluminum profiles. The DOMINO® wall  is supplied in the following 

versions, with a frame with RAL9010 white or RAL9005 black aluminium load-bearing profiles: 

• 6 mm thick single tempered glass panels, transparent, extra-clear, etched, sandblasted, screen-printed, 

ribbed 

• Tempered double glazing panels with a total thickness of 46 mm transparent, extra-clear acid-etched, 

sandblasted, screen-printed, ribbed 

• blind panels (18 mm thick) in chipboard or MDF covered in HPL laminate, with FSC® certification if 

required by CAM in Class B-s1,d0 (EN 13501-1) or other finishes of your choice. 

The weight of the walls varies, depending on the type of finish, between 20 and 35 kg/m2. The maximum wall 

height is 3500 mm and the wall thickness is 50 mm. The locking of the elements in the closed position takes 

place by means of two mobile thresholds operated simultaneously by pushing/pulling with respect to the 

previous element, the mobile thresholds, pushing against the floor and the guide, hermetically close the 

compartment with a thrust of 30 kg per element. 

The wall can have the MONO-DIRECTIONAL sliding system, with collection on the same axis as the wall 

closure or MULTI-DIRECTIONAL with collection off-center with respect to the wall closing axis. 

 

DOMINO® with blind finish has obtained certification from CSI for reaction to fire and resulted:  

• HPL laminate finish on fireproof chipboard: Class B-s1,d0 (EN 13501-1) 

• Melamine melamine finish on fireproof chipboard: Class B-s1,d0 (EN 13501-1) 

• Raw fireproof chipboard finish (for customer coating): Class B-s1,d0 (EN 13501-1) 

 

DOMINO® with glass finish is composed of non-combustible materials, for the reaction to fire it is  

the result: 

• Glass finishes: Class A1,d0 (EN 13501-1) 

 

 

 


