
 

 

 

SPECIFICATIONS  M AXPARETE HSP ®  VISION OPERABLE PARTITIONS  

 

 

 

Movable wall MAXPARETE HSP® VISION Oddicini, Rw = 46 dB / 49 dB   

The wall is composed of independent movable elements that slide on an extruded aluminum guide fixed to 

the ceiling, without a floor guide. Sliding is guaranteed by very low friction trolleys. The wall elements are 

composed of a lightweight frame in high-strength aluminium alloy with 8/10/12 mm thick extra-clear 

transparent, acid-etched, sandblasted or back-painted tempered glass in your choice of RAL colours or 

laminated glass with a thickness of 44.2/55.2/66.2 extra-clear transparent, acid-etched, sandblasted or back-

painted in your choice of RAL colours. A pair of telescopic mobile thresholds, made of black electro-coloured 

aluminium that allow, through a double push, the vertical locking of each panel, hermetically closing the wall. 

All the mechanisms are hidden inside each individual element, the wall thickness is 110 mm. The weight of 

the wall, depending on the type of glass, can vary between 50 and 70 kg/m2. 

The elements are operated by means of a crank inserted in a control located in the stop of the element. 

 

The wall can have the MONO-DIRECTIONAL sliding system , with collection on the same axis as the 

wall closure or MULTI-DIRECTIONAL with collection off-center with respect to the wall closing axis. 

 

The elements are moved by trolleys inserted inside the MONO or MULTI-DIRECTIONAL tracks, made 

of extruded aluminium in high-strength alloy EN AW 6005, anchored directly to the floor or to the metal 

carpentry structure, by means of plates with adjustable threaded rods. The tracks are equipped with 

horizontal fins for the support of the false ceiling. 

 

MAXPARETE HSP® VISION is made of non-combustible materials, for reaction to fire it is the result: 

 

• Glazed parts in tempered/float/laminated glass: Non-combustible Class A1 – EN 13501-1 

 

 


